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Tylaska’s Trigger Snap Shackles are world renowned as the best sailing snap shackles that money can buy. Fabricated from high 
strength 17-4 PH stainless steel and polished to a mirror finish, the T-Shackle is both extremely strong and highly corrosion-
resistant. The T-Shackle was meticulously designed using advanced calculus to reliably release under low loads without 
compromising its resistance to accidental release when subject to heavy vibrations or shock loads. 

The signature geometry of smooth flowing curves reduces the risk of snagging and allows the T-Shackle 
to easily pass over stays without fouling. Unlike other snap shackles on the market, every casting in a 
T-Shackle goes through Hot Isostatic Pressing (“Hipping”), a process typically reserved for jet turbine 
blades and other critical aerospace parts. This process reduces internal flaws giving Tylaska 
Trigger Snap Shackles some of the highest strength-to-weight ratios on the market and 
supreme reliability. 

With over 25 years of performance on the most advanced cruising and 
racing yachts across the globe, the T-Shackle has proven its exceptional 
dependability and capability time and time again. 

Tylaska Marine and Aerospace, 800 Flanders Rd, Mystic, CT 06355 USA
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EVERY SHACKLE PROOF LOADED TO WORKING LOAD LIMIT
HIGH STRENGTH 17-4 PH STAINLESS STEEL
SMOOTH SNAG RESISTANT GEOMETRY
HOT ISOSTATIC PRESSED COMPONENTS PROVIDE PEAK RELIABILITY
OPTIMIZED DESIGN WITH 25 YEARS OF FIELD-PROVEN SUCCESS
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Model T5 T8 T12 T16 T20 T30 T40 T50

Boat Length 20-30ft 24-36ft 30-45ft 40-50ft 40-70ft 60+ ft 100+ ft 100+ ft

Length (SB) 2.94” 3.44” 4” 4.72” 5” 6.38” 9.57” 10.63”

Working Load 2500lb 4000lb 6000lb 8000lb 10000lb 15000lb 20000lb 25000lb

TRIGGER SNAP SHACKLE SERIES

*WARNING: Never use any Tylaska Trigger Snap Shackle for lifting applications. The T-Shackle is designed to be releasable 
  under load, which presents an inherent and unacceptable risk of injury or death if a suspended load is accidentally released.
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Standard Bail
Standard Bails provide ample room for attaching 
a line while keeping weight and overall shackle 
length to a minimum. Ideal for halyards and sheets.

Large Bail
Large Bails provide room for up to three additional 
shackles or a combination of shackles and lines. 
Ideal for spinnaker sheets, guys or other multi-line 
applications.

Clevis Bail
Clevis Bails do not require splicing and provide 
moveable attachments to rings, deck fittings, 
furlers, rolling furlers, etc. 

Trigger Snap Shackle Series Quick Guide



Tylaska T5 Trigger Snap Shackles are perfect for small 
boat applications requiring high strength and low weight. 
Ideal for 20-30 foot boats.

• Breaking load – 5,000 lb
• 100% proof tested to max working load
• Heat treated 17-4 PH stainless steel
• Available in standard, large and clevis bail types
• Also available in black oxide and bronze finish
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T5 SPECIFICATIONS
PART

NUMBER BAIL TYPE A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

WEIGHT
(g)

MAX WORK 
LOAD (kg)

BREAKING 
LOAD (kg)

TY1005-S STANDARD 13.5 12.7 76.7 - - 61 1130 2270

TY1005-L LARGE 13.5 20.6 85.6 - - 77 1130 2270

TY1005-CM CLEVIS (6mm PIN) 13.5 14.5 81 6 12.7 77 1130 2270

TY1005-CR CLEVIS (1/4” PIN) 13.5 14.3 81 6.3 12.7 77 1130 2270



Tylaska T8 Trigger Snap Shackles are perfect for medium 
sized boat applications requiring high strength and low 
weight. Ideal for 24-36 foot boats.

• Breaking load – 8,000 lb
• 100% proof tested to max working load
• Heat treated 17-4 PH stainless steel
• Available in standard, large and clevis bail types
• Also available in black oxide and bronze finish
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T8 SPECIFICATIONS
PART

NUMBER BAIL TYPE A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

WEIGHT
(g)

MAX WORK 
LOAD (kg)

BREAKING 
LOAD (kg)

TY1008-S STANDARD 16 14.6 88.5 - - 99 1810 3630

TY1008-L LARGE 16 24.1 99.9 - - 128 1810 3630

TY1008-CM CLEVIS (6mm PIN) 16 17.3 94.1 6 13.5 119 1360 3630

TY1008-CR CLEVIS (9/32” PIN) 16 17 94.1 7.1 13.5 122 1810 3630



Tylaska T12 Trigger Snap Shackles are perfect for 
medium sized boat applications requiring high strength 
and low weight. Ideal for 30-45 foot boats.

• Breaking load – 12,000 lb
• 100% proof tested to max working load
• Heat treated 17-4 PH stainless steel
• Available in standard, large and clevis bail types
• Also available in black oxide and bronze finish
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T12 SPECIFICATIONS
PART

NUMBER BAIL TYPE A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

WEIGHT
(g)

MAX WORK 
LOAD (kg)

BREAKING 
LOAD (kg)

TY1012-S STANDARD 18 18.2 104 - - 167 2720 5440

TY1012-L LARGE 18 28.3 117 - - 230 2720 5440

TY1012-CR CLEVIS (8mm PIN) 18 20.5 110 7.9 16 196 2720 5440



Tylaska T16 Trigger Snap Shackles are perfect for 
medium sized boat applications requiring high strength 
and low weight. Ideal for 40-50 foot boats.

• Breaking load – 16,000 lb
• 100% proof tested to max working load
• Heat treated 17-4 PH stainless steel
• Available in standard, and large bail types
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T16 SPECIFICATIONS
PART

NUMBER BAIL TYPE A
(mm)

B
(mm)

C
(mm)

WEIGHT
(g)

MAX WORK 
LOAD (kg)

BREAKING 
LOAD (kg)

TY1016-S STANDARD 22.9 20.1 120 258 3630 7260

TY1016-L LARGE 22.9 33.3 138 363 3630 7260



Tylaska T20 Trigger Snap Shackles are perfect for medium 
to large boat applications requiring high strength and low 
weight. Ideal for 40-70 foot boats.	

• Breaking load – 20,000 lb
• 100% proof tested to max working load
• Heat treated 17-4 PH stainless steel
• Available in standard, large and clevis bail types
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T20 SPECIFICATIONS
PART

NUMBER BAIL TYPE A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

WEIGHT
(g)

MAX WORK 
LOAD (kg)

BREAKING 
LOAD (kg)

TY1020-S STANDARD 25.1 25.1 134 - - 360 4540 9070

TY1020-L LARGE 25.1 35.3 147 - - 451 4540 9070

TY1020-CM CLEVIS (10mm PIN) 25.1 28.9 142 10 20.3 431 4540 9070

TY1020-CR CLEVIS (7/16” PIN) 25.1 28.7 142 11.1 20.3 434 4540 9070



16

Tylaska 30 Trigger Snap Shackles are perfect for large 
boat applications requiring high strength and low weight. 
Ideal for 60+ foot boats. Not For Lifting.	

• Breaking load – 30,000 lb
• 100% proof tested to max working load
• Heat treated 17-4 PH stainless steel
• Available in standard, large and clevis bail types
• Optional locking pin
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T30 SPECIFICATIONS
PART

NUMBER BAIL TYPE A
(mm)

B
(mm)

C
(mm)

D
(mm)

E
(mm)

WEIGHT
(g)

MAX WORK 
LOAD (kg)

BREAKING 
LOAD (kg)

TY1030-S STANDARD 31.2 30.5 166 - - 760 6800 13610

TY1030-L LARGE 31.2 44.8 186 - - 989 6800 13610

TY1030-CM CLEVIS (12MM PIN) 31.2 34.3 176 12 26.2 885 4540 13610

TY1030-CR CLEVIS (9/16” PIN) 31.2 32.8 176 14.3 26.2 899 6800 13610


